
TECHNICAL SHEET

ROSTAING 17 Av. Charles de Gaulle - 01800 Villieu - FRANCE
Tél  +33(0)474 460 710 - Fax  +33(0)474 613 443

PACKAGING

Bag of 5 pairs - Box of 20 pairs
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• MIG/MAG welding operations

• Handling next to furnaces

• Steelworks, cement works, foundry, glass 
industry

413444

SIZES

CARE

HEAT RANGE

HEAT PROTECTION 100°C

COMPOSITION

Palm Heat treated cow split leather
Back Aluminized fabric
Glove lining Wool/cotton fleece
Cuff Cow split leather lined with cotton canvas in palm and 
wool/cotton fleece in back
Total length 40 cm

Heat resistance
Thermal insulation :

250 °C for 11 seconds

Lined heat treated leather

AET N°0075/011/162/06/19/1819 (CTC LYON)
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Resistance to 
molten metal spray

STANDARDS (DETAILS ON WEB SITE)
www.rostaing.com/normes-securite
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Cuff length
20 cm

Forearm
protection

3243X

Aluminized back

Very good grip

EN 12477 
Type A

Abrasion resistance
Level 4 obtained in palm

PRO•ONE : 
Available singly
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http://www.rostaing.com/normes-securite
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